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(3) Operate any PM sampling systems
at their expected flow rates.

(4) Sample PM for at least 10 min
using any sample media. You may
change sample media during precondi-
tioning. You must discard precondi-
tioning samples without weighing
them.

(5) You may purge any gaseous sam-
pling systems during preconditioning.

(6) You may conduct calibrations or
verifications on any idle equipment or
analyzers during preconditioning.

(7) Proceed with the test sequence de-
scribed in §1066.430.

(f) Verify the amount of nonmethane
hydrocarbon (or equivalent) contami-
nation in the exhaust and background
HC sampling systems within 8 hours
before the start of the first test drive
cycle for each individual vehicle tested
as described in 40 CFR 1065.520(g).

§1066.425 Engine starting and restart-
ing.

(a) Start the vehicle’s engine as fol-
lows:

(1) At the beginning of the test cycle,
start the engine according to the pro-
cedure you describe in your owners
manual. In the case of hybrid vehicles,
this would generally involve activating
vehicle systems such that the engine
will start when the vehicle’s control al-
gorithms determine that the engine
should provide power instead of or in
addition to power from the recharge-
able energy storage system (RESS).
Unless we specify otherwise, engine
starting throughout this part generally
refers to this step of activating the sys-
tem on hybrid vehicles, whether or not
that causes the engine to start run-
ning.

(2) Place the transmission in gear as
described by the test cycle in the
standard-setting part. During idle oper-
ation, you may apply the brakes if nec-
essary to keep the drive wheels from
turning.

(b) If the vehicle does not start after
your recommended maximum cranking
time, wait and restart cranking accord-
ing to your recommended practice. If
you don’t recommend such a cranking
procedure, stop cranking after 10 sec-
onds, wait for 10 seconds, then start
cranking gain for up to 10 seconds. You
may repeat this for up to three start

§1066.430

attempts. If the vehicle does not start
after three attempts, you must deter-
mine and record the reason for failure
to start. Shut off sampling systems and
either turn the CVS off, or disconnect
the exhaust tube from the tailpipe dur-
ing the diagnostic period. Reschedule
the vehicle for testing from a cold
start.

(c) Repeat the recommended starting
procedure if the engine has a ‘‘false
start.”

(d) Take the following steps if the en-
gine stalls:

(1) If the engine stalls during an idle
period, restart the engine immediately
and continue the test. If you cannot re-
start the engine soon enough to allow
the vehicle to follow the next accelera-
tion, stop the driving schedule indi-
cator and reactivate it when the vehi-
cle restarts.

(2) If the engine stalls during oper-
ation other than idle, stop the driving
schedule indicator, restart the engine,
accelerate to the speed required at that
point in the driving schedule, reac-
tivate the driving schedule indicator,
and continue the test.

(3) Void the test if the vehicle will
not restart within one minute. If this
happens, remove the vehicle from the
dynamometer, take corrective action,
and reschedule the vehicle for testing.
Record the reason for the malfunction
(if determined) and any corrective ac-
tion. See the standard-setting part for
instructions about reporting these mal-
functions.

§1066.430 Performing emission tests.

The overall test consists of pre-
scribed sequences of fueling, parking,
and driving at specified test conditions.

(a) Vehicles are tested for criteria
pollutants and greenhouse gas emis-
sions as described in the standard-set-
ting part.

(b) Take the following steps before
emission sampling begins:

(1) For batch sampling, connect clean
storage media, such as evacuated bags
or tare-weighed filters.

(2) Start all measurement instru-
ments according to the instrument
manufacturer’s instructions and using
good engineering judgment.

(3) Start dilution systems, sample
pumps, and the data-collection system.
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